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This special provision has been revised through the IDOT/Industry Joint Coop 
to clarify the definition of and the method of measurement for furnished 
excavation.  This special provision should be inserted into all contracts using 
furnished excavation. 
 
The districts should include the BDE Check Sheet marked with the applicable 
special provisions for the November 5, 2004 and subsequent lettings.  The 
Project Development and Implementation Section will include a copy in the 
contract. 
 
This special provision will be available on the transfer directory July 23, 2004. 
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FURNISHED EXCAVATION (BDE) 
 
Effective:  August 1, 2002 
Revised:  November 1, 2004 
 
Revise Article 204.01 of the Standard Specifications to read: 
 

“ Description.  Borrow excavation and furnished excavation shall consist of excavating 
suitable materials obtained from locations approved by the Engineer and transporting the 
materials to various locations throughout the limits of the contract.” 
 
Revise Article 204.07(b) of the Standard Specifications to read: 
 

“ (b) Measured Quantities.  Furnished excavation will be computed for payment in cubic 
meters (cubic yards) as follows: 
 
Furnished Excavation = Embankment - [Suitable Excavation x (1 - Shrinkage Factor)] 
 
Where: 
 
Embankment = the volume of fill in its final position computed by the method of average 

end areas and based upon the existing ground line as shown on the 
plans except as noted in (1) and (2) below; 

 
Suitable Excavation = earth excavation, rock excavation, and other on-site excavation 

suitable for use in embankments as shown in the Earthwork 
Schedule on the plans; 

 
Shrinkage Factor = 0.25 unless otherwise shown on the plans. 
 
(1) If the Contractor so requests, the Engineer will reestablish the existing ground line 

after the clearing and tree removal have been performed according to Section 201 
and the top 150 mm (6 in.) of the existing ground surface has been disked and 
compacted to the satisfaction of the Engineer. 
 

(2) If settlement platforms are erected, the Engineer will reestablish the existing ground 
line after the embankment is complete as specified in Article 204.07(a)(2). 
 

Furnished excavation placed in excess of that required for the execution of the contract 
will not be measured for payment.” 

 
Add the following paragraph to the end of Article 204.07 of the Standard Specifications: 
 

“The quantity for furnished excavation will not be recalculated when surplus, suitable 
materials are utilized in embankments according to Article 202.03.” 
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